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Stainless Steel Ball Valves (SS316) – 2 piece with Mounting Pad 

���* California Prop 65 WARNING: This product can expose you to chemicals such as DEHP, which is known to the State of California to cause cancer, birth defects or reproductive harm. 
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Features: 
• S.S. 316 investment cast full port body 
• ISO-5211 square stem mounting pad for actuator 
• Working pressure of 1,000 PSI (WOG) 
• Suitable for full range of liquids and gas 
• Pure PTFE seals and seats 
• Temperature range: -40°F to 400°F 
• Low operation torque 
• 100% individually tested 
• Blowout-proof stem 
• Female x Female NPT threaded ends to ANSI B1.20.1 
• Heavy duty locking handle with blue vinyl insulator 

 

Dimensions 
Part # Size A B C D E F G H 

VBSP2H-025 1/4" 0.43 2.45 1.88 0.42 4.61 1.68 0.51 2.00 
VBSP2H-038 3/8" 0.49 2.46 1.92 0.43 4.62 1.67 0.51 2.01 
VBSP2H-050 1/2" 0.59 2.60 1.90 0.43 4.61 1.67 0.51 2.21 
VBSP2H-075 3/4" 0.79 3.00 2.09 0.43 5.53 1.71 0.52 3.00 
VBSP2H-100 1" 0.95 2.98 2.20 0.39 5.51 2.15 0.51 3.31 
VBSP2H-125 1 1/4" 1.236 3.28 3.725 2.10 5.496 1.985 0.26 3.976 
VBSP2H-150 1 1/2" 1.47 3.70 3.04 0.45 8.12 2.78 0.66 4.04 
VBSP2H-200 2" 1.86 4.00 3.42 0.40 8.12 2.51 0.67 5.38 

 

Materials List E 
Designation Material 

Body SS 316 (CF8M) 
Ball SS 316 (CF8M) 

Bonnet SS 316 (CF8M) 
Seat RPTFE 

Thrust Washer PTFE 
Stem Packing PTFE 

Stem SS 304 
Cover SS 304 

Body Seat PTFE 
Gland SS 304 
Bolt SS 304 

O-Ring NBR/VITON 
Locking Device SS 304 

Handle SS 304 
Handle Cover Plastic 

 
• Information provided here may change without notification 

 
• Other sizes are available by special order 
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